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PREFATORY NOTE 



The use of complex quantities, i.e,, quantities part real 
and part imaginary, in the theory of alternating currents 
has been greatly developed by Dr. Charlea P. Steimnetz 
in his work on " Alternating Current Phenomena." It 
would be difficult to determine the influence which earlier 
writers, from the time of Caspar Wesael down to Steinmetz'a 
day, have had in laying the foundation on which Stein- 
metz has built. It is, however, fair to say that the great 
advance in the use of vector methods, both algebraic and 
geometric, due to Dr. Steinmetz, justifies us in calling 
their application to alternating current phenomena Stein- 
metz's Method. 

Earlier writers used complex quantities to represent 
vector quantities algebraically. Dr. Steinmetz extended the 
application so as to include harmonic quantities. As 
many writers on electrical subjects are prone to confuse 
vector and harmonic quantities, the author thinks it 
necessary to distinguish these two uses of complex quan- 
tities, and for that purpose he starts with the vector use 
and ■ later takes up the harmonic use. In addition, sub- 
traction and certain cases of multiplication and division, 
correct results are obtained by treating harmonic quantities 
as vector quantities; but in other caaes of multiplication 
(such as multiplication of e.m.f. and current to obtain 
power) and division (such as dividing power by e.m.f, 
to get current) incorrect results are obtained unless arbi- 
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iv PREFATORY NOTE 

trary rules of multiplication and division are introduced. 
It therefore is necessary thoroughly to examine the funda- 
mentals of these uses of complex quantities, and to 
deduce the laws of addition, subtraction, multiplication, 
and division, as applicable to vector quantities and to 
harmonic quantities whether simple (electromotive force 
and current) or compound (power), and also to such non- 
harmonic quantities as resistance, capacity, inductance, 
etc., in connection with harmonic quantities. 

There are two methods employed by electricians using 
the complex quantity notation. The older method due to 
Dr. Steinmetz is expressed in graphical form by the wave 
diagram. The other method uses the so-called crank 
diagram. In both methods counter-clockwise rotations are 
used, though the formulje have led some persons to think 
that Dr. Steinmetz has used clockwise rotations. It is 
true that the imaginary terms in the resulting formulse 
have opposite signs. In reading Dr. Steinmetz'a works no 
confusion need result for one accustomed to the crank 
diagram method if the differences are kept in mind. It 
has seemed to the author that the crank diagram method 
suits his purpose better, and consequently it will be used 
in this book. 
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REVOLVING VECTORS 



ROTARY POWER OF ROOTS OF MmUS OHE 

§ 1. Before the year 1797 algebraic expreaaiona were 
used to represent magnitudes only, but in that year 
a Daniah surveyor, Caspar Weasel, presented a memoir to 
the Royal Academy of Sciences and Letters of Denmark, 
entitled "On the Analytical Representation of Direction'." 
Weasel's memoir laid the foundation for vector anaylsis, 
for the theory of functions of a complex variable, and for 
Steinmetz's method for alternating current phenomena. 
In this paper Weasel introduced V — 1 as the sign of per- 
pendiadarity, and used the letter s to indicate this use 
of the imaginary unit. It is now common to use the letters 
i or i for V— 1. He showed how a quantity might be 
represented both in magnitude and direction by an algebraic 
expression, and made it clear that he used the sign of per- 
pendicularity not as a factor in the strict algebraic sense, 
but rather as an operator functioning to rotate the mag- 

' Cm Direktionena analytiske Betegning, et Forsiig anvendt tornem- 
melig til plftne og sphaerieke Polygoners Opl5siung; read March 10, 
1797; Memoirs of the Academy, Vol, V, 1799; republished in French 
by the Academy 1897; see also Beman, Proc. A. A. A. S., 1897, Vol. 
XLVI, p. 33. 
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2 KEVOLVINQ VECTORS 

nitude for which the rest of the algebraic quantity stood, 
through an angle of 90°, 

Until the discovery by Weasel of the use of V — l as 
the sign of perpendicularity, this symbol when occurring 
in a problem had always been taken as a sign indicating 
the impossibility of the problem, just as we are accustomed 
to view the answer obtained as absurd if, for example, we 
are required to divide seven apples into piles having ten 
apples in each. In early ages minus quantities were un- 
known, and solutions involving the indication of a minus 
quantity were taken to indicate an impossibility. We 
now think it fair to hold our minds open to some new 
meaning to be assigned to symbols which formerly were 
meaningless if not absurd. 

Wessel's memoir met the same fate as many others 
written in advance of their time, such as Green's essay in 
which the potential function was christened, and Gibbs's 
essays in which the foundation of the thermodynamics of 
the voltaic ceU was laid; for Wessel's paper was put to 
sleep in the printed memoirs of the Academy, its slumber 
not to be disturbed until long years after, when Wessel's 
ideas had been rediscovered by other men such as Argajid, 
Gauss, Cauchy, Frangais, and Gergonne, 

§ 2. To show how little prepared the mathematical 
world was for Wessel's use of v'^, it is interesting to 
find that Cauchy • as late as 1844 said: 

"Every imaginiiry equation is naught else than the 
symbolic representation of tv!0 equations between real 
quantities. The employment of imaginary expressions 
by permitting us to replace two equations by a single 
one, often offers the means of simplifying calculations 
and of writing in abridged form quite complicated re- 
sults. Such indeed is the principal motive for con- 

' Cauchy, Exercise d'analyse et de physique mathematique,' Tome 
III, p. 361, 
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ROTARY POWER OF ROOTS OF MINUS ONE 3 

tinuing our use of these expressions, which taken literally 
and interpreted accordiitg to generally established con- 
ventions signify nothing and are mthovt sense. " 

Professor Durfige of Prague says in the introduction to 
his book on "The Theory of Functions of a Complex Vari- 
able"^: 

" The work of deMoivre, Bernoulli, the two Fagnanos, 
d'Alembert, Euler, and others wae, on the whole, looked 
upon more as scientific foolery (Spielereien fiir blose 
Curiosa), and that it was entitled to appreciation of 
worth only in proportion as it lent useful means to 
help in other investigations." 

5 3. To prepare for a meaning to an even root of a 
negative quantity, it may be useful to consider how a 
negative quantity was transferred from the absurd and 
impossible to the category of real and possible quantities. 
We are all in agreement that no quantity, in the strict 
sense, can be a quantity at all if its magnitude is less than 
zero. How are we then to understand the negative sign, 
if a negative quantity is to have real meaning? The 
solution of the puzzle is illustrated by means of such a 
problem as this: The point A is five miles east of B, the 
point C is ten miles east of B. How many miles is A east 
of C? The result is — 5 miles. The old interpretation of 
the result is that the answer is absurd, for A is not east 
of C at all. The modem intepretation is that the answer 
is not absurd and that the —5 miles is to be understood 
as 5 miles west. Or put in another way, the negative sign 
is not to be understood as compelling us to consider a 
distance less than nothing, but simply that the minus 
sign is an operator which functions to change our east- 
ward sense of counting into the opposite or westward. 

' Durgge, "Theorie der Fuoktionen einer tKimplexen veraJider-^ 
lichen GrOsae," p. 2. 
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4 REVOLVING VECTORS 

We may then consider that what has been taken as multi- 
plication by — 1 ia not really multiplication at all, but 
merely the use of an operator turning an eastward through 
180° into a westward sense of counting. 

§ 4. In an analogous way, let us consider what would 
happen if an operator could be found which on being 
applied to eastward sense would change it to northw^ard 
and on being applied a second time would change north- 
ward to westward, and so on with successive applications 
of this operator, changing westward to southward, andsouth- 
ward to eastward. That V— 1 is such an operator was 
discovered by Wessel, and as before mentioned, he called 
it the sign of perpendicularity, for he found that V— 1 
used twice would cause a reversal of direction or a rotation 
of 180°; and what was more natural than to assume that 
one application would produce a rotation of 90° ? To 
avoid ambiguity between the two senses in a plane through 
which the 180° rotation to produce a reversal might be 
taken, we may agree to consider the rotation to take place 
coimter-ciockwise. We thus have 

V^ East = North, 

V^V^i Ea8t = \/^ North = West, 

= v'^\/^ North 

= V^ West = South, 

East = V'^V^'/^ North 

= \/^\/^ West = \/^ South = East. 

To abridge the notation, but not compromising our 
attitude, we may write; 

(^/:^l)4 East - (^/^)3 North 

= (V^)2 West = V^ South=East. 
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ROTARY POWER OF ROOTS OF MINUS ONE 5 

§ 5. Although no contradictory complication has resulted 
from the use of V— 1 as a 90° rotator, the reader may have 
grave doubts of the safety of using it in all cases as Wessel's 
sign of perpendicularity. His confidence may be increased 
by showing that analogous assumptions of rotary powers, 
given to other roots of —1, are free from contradictions. 
To this end let us examine ^— 1, which we should expect 
to be endowed with the ability to rotate through 60°, 
as three applications, as an atgebraic midtijdier, would be 
equivalent to multiplying by — 1. How about it as an 
operator? Let us assume that 



This equatioa has three roots, ea follows: 
i=-l. 

Assuming that ^— 1 may be used as an operator to 
an eastward direction as before, we have three results: 

■V^East-{i+iV3\/^) East = i East + jV3 North, 
or 

V^ East= - 1 East=West, 
or 

V^E^t = {i-iVZ\{^) East = iEast + iV3' South. 

From Fig. 1 it is evident that the first result produces 
a rotation of 60° without change in magnitude, for the 
sine of 60° is Jv^ and the cosine is J. The second result 
is a rotation of 180°, simply changing eastward into west- 
ward. The third result is either a backward rotation of 
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6 REVOLVING VECTORS 

60° or a forward (coiinter-clockwise) rotation of 300". 
All on being repeated for the third time produce reversals 
of direction; for they give one-half a rotation, one and 
one-half rotations, and two and one-half rotationB respect- 
ively, all being taken as counter-clockwise. 

To avoid confusion we shall take '^— 1 to be an operator 
endowed with the power of producing a rotation of 60°. 



§ 6. We may proceed in a similar way to show that 
■V— 1 may be used to produce a rotation of 45°. Let 

or 

a:*-l-l=0. 

This equation has four solutions, as follows: 

x~ jV2-|-l\/2-/ri, 

X-- \V2+ iV^"/^, 

x= - ^V2- JV2 V^~i, 
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ROTARY POWER OF ROOTS OF MINUS ONE 7 

Applying them successively to an eastward direction 
as before we have the four results, 

iPl East = J-v/2 East+iN/2 North=Northeast, 
or =^V2West+i\/2North=Northwe8t, 

or .-iV^We8t + J\/2 South=Southwe8t, 

or =iV2 East + i\/2 Soutli=Southeast. 

They are equivalent to rotations of 45°, 135°, 225° or 
315", and all on being repeated for the fourth time pro- 
duce reversals (without or with extra complete rotations). 

§ 7. In the same way all other roots of — 1 may be 
examined (for all are known), and in every case these 
roots will be found to be endowed with the property that 
as operators they will produce rotations which, on being 
repeated to the number of times indicated by the index 
of the root, will produce reversals. In general for the 
root giving smallest rotation 

v' — 1 -= cos — + V — 1 sin—. 
n n 

Indicating V— 1 by /, we may write this equation 

There are also other roots giving larger rotations. The 
general expression for all roots b as follows: 



where m stands for zero or any positive or negative whole 
number. It will be shown below that n need not be a 
positive whole number. In fact it may be positive or 
negative, a whole number, or a proper or improper fraction, 
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8 REVOLVING VECTORS 

or indeed any number whatever, and -we Bhall even make 
use of it as a variable quMitity in alternating current 
applications. 

§ 8, Let us consider two operators, able to produce 
rotation through angles indicated by 6 and ^, 

A — cos ^+] sin d, 

fi=cos04-] sin^. 

Multiplying them together, we get an operator A.-B, 

A.B= COB 8 COS 0— sin tf sin^+j'Csin ^ cos ^ + cos flsin^) 

= cos {fl+^)+jsin (d+if,). 

This new operator has the power of producing a rota- 
tion through the sum of the angles d+<p. It is to be 
remembered that j^" — 1. 

If we divide one by the other, we obtain 



B coe^+^sin^ 

cos flcoB^+sin flsin^+j{sin ff cos^— coeff ain^) 
eos^ ^+Bin2 <j> 

= coB(d-^) +j ian(e-<f>). 

From which it appears that ^^ is an operator producing 

a rotation through the angle d—<f>. 

In a similar way to the multiplication above, if and 
<p are equal, we have 

A2=coa2i3+ysin2^, 

X3=coa35+/3m3^- 
or in general, 

A'' = coB7i^+/ 8in?i^={cos ^+j sin^". 
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ROTARY POWER OF ROOTS OF MINUS ONE 9 

If nS=- equals 180° or w, we have 

^n ^ ^T= COS ;r +/ sin ?r= — 1, 
and 

From this follows the value of \/— 1 given above, viz., 

'\/^ = C08- + 7siD -. 

n ' n 

The general value given above may be reached in an 
analogous manner, for if m is any whole number (positive 
or negative) or zero, we have 

cos (2m + l)^+/8ui (2m + l);i=-l, 
and 



This last expression, though it appears to have an 
indefinitely great number of different values, in fact has 
only n different values, if n is a whole number; for the 
values of the cosine and sine repeat after n different values, 
it being evident that if m=n, 



and so on. 

5 9. If n is a fraction equal to -, which may be a proper 
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10 EEVOLVING VECTORS 

or improper fraction and positive or negative, both p 
and q being whole numbers, we shall have 



for on raising this expression to the power p, we obtain 
/^=coB qn+j ein qw. 

If 9 is an odd number j^=cos pr= — 1, and if 9 is an 
even number ]^=cospc=+l. In both cases Bin?;r is 
zero. If 9 is negative the same result follows. 

5 10. If n is a number which is neither whole nor a 
proper or improper fraction, we may by the doctrine of 
limits have confidence in assuming that V— 1 will have 
a value between V— 1 and V— 1, where r<n<s, and 
r and s are whole numbers or fractions very close to one 
another m value. 

As we may always find whole numbers or fractions, 
one lai^r and one smaller and different from n by amounts 
less than any assigned amount, in the limit we may find 
the value of V—l with as high a degree of precision as 
desired. We may therefore have confidence that n may 
be a continuously varjdng quantity, say a function of the 
time. For example let a; be an angular velocity and t be 
time. We may write the following equation: 

V — l=j f-cos Q)t+j sin utt. 

This equation expresses a variable operator which 
functions to rotate any vector to which it is applied with 
a counter-clockwise angular velocity m. In the case of 
clockwise rotation, substituting - w for at. we obtain 



V— 1=/ = COS tut— j aia <at. 
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ROTARY POWER OF ROOTS OF MINUS ONE 11 

It should be had in mind that reversing the sign of 
an angle does not afFect the cosine, but does reverse the 
sine. 

§ 11. The formulae for rotating operators, as will be 
shown in the next chapter, may be more conveniently 
expressed as powers of the base e of the Napierian system 
of logarithms, as follows: 

e*"* = cos iut + j sin tut, 
and 

c~^'*= cos tut— j sin wt. 
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CHAPTER n 
ROTAST POWER OF IMAGIITARY EZPOHEBTS 

§ 12. It has been Bhown in the previous chapter that 
powers or roots of the imaginary unit, V'— 1, or j, may 
be used to obtain an operator which can function to rotate 
a vector quantity either through a stated angle or through 
an angle increasing continuously with the time. These 
operators may be more conveniently expressed eis imaginary 
powers of i, the base of the Napierian system of logarithms. 
The mathematical formula involved were already old and 
well known in Weasel's day and are to be found in Euler's 
memoirs. 

If we expand s", sin a; and cos x in powers of x we 
obtain: 

„osa!-l-g-+g--|j-+etc. + (-l)"g^+etc. 
It is evident that if jx is substituted for x we shall have 
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ROTARY POWER OF IMAGINARY EXPONENTS 13 

Referring to Chapter I it is evident that the rotating 
operator may take any one of four equal forms: 

V — 1 = J " "-e'^^cos fl + /sin B, 

in case rotation is to take place through a definite angle 
S; or in ca^ the rotation is to be continuous and a function 
of the time the four equal forms may be written: 



\ — 1=^' =3 ti'^= cos (ut+j Bin wtf 

in which t is the time and a> the angular velocity, 

S 13. If an operator consisting of the sum of two operators 
which used singly would produce rotations equal in mag- 
nitude but opposite in sense, is used on a vector, the oper- 
ator reduces to a simple factor causing the vector to follow 
the law of simple harmonic motion. The expression for 
such an operator is: 

ji-i+,-M=,2co8wi, 

a result which might have been obtained directly from 
Euler's formula for the cosine. 
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CHAPTER ni 

POSITION OF A pomr HI a plabe 

§ 14. Many applications of complex quantities with a 
vector meaning might be made. It is believed, however, 
that the following will suffice to illustrate their use. 

The position of a point in a plane may be determined 
by rectangular coordinates. Using as before / for Wessel's 
sign of perpendicularity, the position of the point P with 
reference to the point taken as the origin of coordinates 
as shown in Fig. 2, has the following expression: 

P=a+ib, 




a bemg the horizontal and b the vertical projection of the 
line of length p, connecting and P. We have by geometry 
that /^=a' + b^, a=p CO8 0, and b-=pmid. Using polar 
coordinates, the equation becomes 

P~fiCOBd+jp am 9^(cosd+JBmff)p. 
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UNIFORM CIKCULAR MOTION 15 

Using the notation of the last chapter, we have 

P=(i'p = (coae+j sin 8)p. 

Weasel's idea of the analytical representation of direc- 
tion has an illustration in each of the equal operators 
s** and coatf+jsinff. Each has a magnitude unity, and 
each may be considered to have the sole effect of specifying 
a direction differing by an angle $ from the direction (hori- 
zontal) taken as standard. It is permissible also, as pre- 
vioitsly done, to consider €'" and cos d + j siad as operators 
functioning to turn p from a horizontal position to that 
indicated in the figure. The whole expression for P, 

p=a+ib~s''p= {cob 6+jsmff)p, 

has both magnitude and direction expressed, the first form, 
a+jb, expressing by a both magnitude and horizontal 
direction and by b both magnitude and horizontal direction, 
the latter being rotated into a vertical direction by the 
operation of j. In the later expressions the operators, or 
analytical expressions of direction, e** and costf+Zsinff, 
are expressed separately from the magnitude p which, if 
standing alone, would have been understood as a horizontal 
magnitude. 



UHIFOSH CmCULAR HOTION 

§ 15. Another simple illustration may be taken from 
uniform circular motion, one of the simplest motions met 
with in physics and which we shall use later in connection 
with harmonic quantities. 

First let us consider the position of a point moving 
about the circumference of a circle. Let the radius of the 
circle be R and the angular position of the radius be expressed 
in terms of angular velocity o) and the time t elapsed since 



DiclzedbyGoOgle 



16 REVOLVING VECTORS 

the radius was horizontal and directed to the right (Fig. 3). 
Let us take the center of the circle as origin of coordi- 
nates. We have then 

P '= s^-'R -= {cob ad + jam to{)R. 

If for any reason it is desirable to take as origin any 
other point with coordinates a and jb, and to measure 
angular position from a radius making an angle 6 with the 
horizontal, we would have 

P=cfi'^-^R-a-]b'^ (cob (ait- ff) +2 am (o)t-6))R-a-jb. 




Fig. 3. 



The introduction of an eccentric origin (a, jb) and an 
epoch (d) introduces no real difficulty, though it com- 
plicates the expression. 

Consider now the velocity V of the point P. Evidently 
we have (using the earlier expression for P) , 

V — ^ = jW-'iJ - w (cob f <u( + 1) + /■ sin U( + 1 n fl 
= e^ (''*i) tofi= (cosf a*i+|j +; 8inrw(+| Uwfl. 
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UNIFORM CIRCULAR MOTION 17 

Thb shows that the magnitude of the velocity is uiR, 
and the phase 90° or - ahead of the phase of P, both well- 
known facts of uoiform circular motion. As the last trans- 
formation may have difficulties for some readere, it is 
well to note that, aa given earlier, 



and if (ut equals — , this equation reduces to 



It is also of advantage in differentiating cos ftti+/sia(o( 
not to change from cosine to sine and vice versa, but 

rather to advance the phase by ^, which comes to the 

same thing. Changing from cosine to sine and vice versa 
in differentiating harmonic quantities conceals the change 
of phase from immediate notice, and a clear understanding 
of phase relations is desirable. 

If the origin of coordinates is not at the center of the 
circle and if there is an epoch angle in the expression, the 
second expression for P, 

p=^i'^-i>>Ii-a-ib= {coa iojt-ff) +i sm{ujt-e))R~a-ib 

leads to a value of V, 

at 

= UoB{o}t+^-d\+JBm(a>t+~e\ja)R. 
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18 REVOLVING VECTORS 

The acceleration A in uniform circular motion is as 
follows: 

for the simple case, and 

^ -«'■<"'+ ''-«<u=fi = {cob {toi+n:-(?) +/ sin wi+ff-)?))a>a5, 

for the more involved case. The meaning of the formulae 
is that the magnitude of the acceleration is ni^B.; and its 
phase w(+ff (or wt-^iz—S) shows, by the added ?r, that 
the acceleration is directed toward the center. 

EFFECT OF DAHPIHG, SPIRAL UOTION 

§ 16. Another interesting example is found ia the expo- 
nential spiral which a pendulum started in motion in a 
horizontal circular path will follow if its motion is damped 
in proportion to its velocity (Fig. 4). The equation for 
the position of the pendulum is as follows, if we take the 
center as origin and assume the epoch as zero : 

P=stf"'--)'ie = (co8a.(+7 8in wOiSe""'. 

In this expression fle~"' is the magnitude of the distance 
from the origin, and e^"*, or cos (of+jsin wi, is the ana- 
lytical expression for the direction of the line from to 
P. Differentiating P with respect to (, we get the velocity 
of the pendulum, 

— (c0S(u(4-;sinti>t)a|Ke~"'— (jw— a)«^"*-"'fl. 

Let tan^ = -, 
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The exprcBeion for V then may be rewritten 



FiQ. 4. 
The acceleration A becomea 

These equations show that the phase of the velocity 
of a damped circular pendular motion ia -+i^ in advance 



DiclzedbyGoOgle 



20 REVOLVING VECTORS 

of the phase of the position of the pendulum, i.e., ^ mom 
than a quadrant: and the phase of the acceleration is in 
advance of that of the velocity an equal amount. The 
acceleration is not directed toward the center, as is the 
case in uniform circular motion, but is in advance of a 
line drawn to the center by an angle 2^. 

The real part of the above expressions is applicable to 
simple pendular motion (in a vertical plane) or to the 
movement of a ballistic galvanometer with damping of 
moderate magnitude, and analogous expressions apply to 
the charge and current in the case of the oscillatory dis- 
charge of a condenser in an inductive circuit. 

The origin need not be taken at the center of the spiral, 
and there may be an epoch angle if for any reason it is 
considered desirable not to take the coordinates as assumed 
above. The complications resulting are not troublesome. 
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CHAPTER IV 
SIMPLE HASHOmC QUANXmES 

§ 17. In the previous chapters we have used complex 
quantities in connection with real vectors only. In this 
chapter we shall make use of vector expressions to repre- 
sent simple harmonic quantities. 

In Chapter II the connection was shown between a 
simple harmonic motion and a pair of circular motions 
equal in magnitude but with oppositely directed angular 
velocities. Algebraically this connection is expressed by 
Euler's formula for the cosine, 



Ab is well known, the real parts of e'"* and «"'"* are 
identical and the imaginary parts equal and opposite. 
We therefore have the relation 

cos (ut— ^ -real part [e'^^real part [e"'-']. 

It appears from this expreesion that instead of expressing 
the simple harmonic motion as the sum of two oppositely 
directed uniform circular motions which are equal in mag- 
nitude, we might equally well have considered the simple 
harmonic motion as the real part of a single uniform 
circular motion of twice the magnitude of one of the pair 
and revolving either clockwise or counter-clockwise as one 
may prefer. This statement amounts to saying that a 
simple harmonic motion is the projection of a uniform 

21 
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22 REVOLVING VECTORS 

circular motion on the diameter of the circle, or as many 
writers say: simple harmonic motion is the apparent 
motion of a point in uniform circular motion when viewed 
from a distant point in the plane of the motion. 

HARMONIC ELECTROHOTIVE FORCE 

§ IS. Let us consider an electromotive force of the form 

e= E cos Q/t, 

which may be considered as the real part of the expression, 

E =£'■»'£= (cos <ot+j sin <ot)E. 

This equation is represented graphically by OP, the radius 
of the circle understood to be revolving counter-clockwise 
in the figure (Fig. 5), 




A dot over or under a symbol wiU be understood to 
mean that the quantity is analogous to a uniform circular 
motion, but no information is given with respect to the 
period or phase of the variable. It must always be had 
in mind that only the real part of the complex expression 
is to be considered seriously. The other part is to be 
looked upon as scaffolding about a building in process of 
erection, or the sawdust in a box of torpedoes, which need 
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not be confused with the building or the torpedoes them- 
eelvea, respectively, for the imaginary symbol is a warning 
that the associated term ia to be disregarded. Terms in 
which / occurs as an index must be resolved into their 
real and imaginary parts before the latter may be dis- 
regarded. 

No error will be made in adding or subtracting such 
expressions, for the real part of the sum or the difference 
of two complex quantities is the sum or the difference of 
the real parts only. Multiplication or division by, or 
differentiation with respect to, any real quantity cannot 
cause any confusion; for none of these processes can change 
a term from real to unaginary or vice versa. But multi- 
plication, or division by, or differentiation with respect to, 
any imaginary or complex quantity is apt to result in 
confusion unless quite arbitrary rules are used for these 
operations. As a rule in the multiplication of two simple 
harmonic quantities, we may not use the whole expression, 
but only the real parts. As an example, in obtaining the 
expression for power by multiplymg current and e.m.f., 
we must use the real parts only. Power, as a rule, is not 
a simple harmonic quantity, but is a sum (or difference) 
of a constant and a simple harmonic quantity of double 
frequency. Dr. Steinmetz by using an arbitrary rule for 
such multiplication obtains the average value of the power. 
As it may be shown that Dr. Steinmetz's rule for obtaining 
average power always leads to the right result, his rule 
may be used fearlessly in such cases. 

§ 19. In representing harmonic current or e.m.f. by 
means of the analytical expression for a revolving vector, 
it was assumed above that the projection, represented by 
the real part of the expression, should be the graphical 
representation of the current or e.m.f, respectively, and 
therefore diagrams should be drawn to the proper scale. 
For many purposes it will be found more convenient to 
chaise the scale in such a way that the length of the revolving 
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vector shall represent the effective (square root of mean 
square) value which is indicated by an ammeter or volt- 
meter in the respective cases. This value for simple har- 
monic cases is iv'2, about 0.707, times the maximum 
value. The analogous equation is as follows: 

E = £'"' V2E = (cos at+3 sin <ut) y/2E, 

if the value at any time f is to be given by the projection. 
As it is only rarely that we desire to know instantaneous 
values, it is more usual to use the former expression 

E =£'-'£ = (cos uit+j sm u>t)E, 

and understand by E the reading of the voltmeter, and 
in case instantaneoiia values are ever needed, to find them 
by multiplying the real part of E at any instant by V2. 
The beginner must early master the difficulties introduced 
or avoided by using or suppressing \/2 in the formulce, 
and be on his guard to avoid misunderstandii^ various 
writers. It may be said that, as a rule, harmonic currents 
or electromotive forces are expressed in effective values, 
while harmonic magnetic fields are expressed in maximum 
values. Power is as a rule expressed in average values. 
The reasons for these apparently arbitrary choices the more 
advanced student has probably already learned. We 
cannot take space here to go into the matter further, 
and must be content with the bare statement. 

HARMOmC CURIiENT, IMPEDAHCE 

§ 20. If the current, as well as the electromotive force, 
follows an harmonic law, and lags behind the e.m.f. by 
a phase difference represented by the angle 9, we may 
write 

i= I COB (tut— 0), 
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where / is the maximum value of i. If the circuit baa a 
resistance R and an inductance L,and is not complicated 
by capacity or mutual inductance, and includes no motors 
or sources of e.m.f., Ohm's law modified for varying currents 
gives 



Substituting the value for i, as given above, in the last 
equation, we obtain 



s (uit-ff)+LwI coal tut- d+^\ 



If this equation is true for any and all times, it is evi- 
dent that 

E Bin ti>t= RI sin {u>(— fl)+Lto/sin( to(— 5+^). 

From this it follows that the next equation is true, 

E-(cos to(+/sin(o()^=ii/(cos (toi— ^H-jain (iut-ff)) 

+Lojfcos^w(-(?4-|j+;sin/^tot-^+|jV 

and remembermg that /^= — 1, we have by simple trans- 
formations 

E=iR+iLa>)(coa {0)1-6) +/sic (w(-5))/-e^"'£', 
or 

Substituting the exponential for the cosine and sine expres- 
sion, we have 

The diagram (Fig, 6) shows the relations analytically 
expressed by the equations. The projection of E on the 
horizontal ^xis (axis of real values) equals the sum of the 
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projections of RI and /Lw/, aa expressed by the earlier 
equation, 

e=£co8 wt=RI COS (wt-ff)+LajlcoB{a)t-d+^y 

Afl Lot/ cos I o>(—5+H-) is a quarter period in advance of 
RI COB iiut- 6), it is evident that the triangle is a right 




triangle. By geometry we then have for the magnitudes 
involved, 

and 

This ratio between E and / is called the impedance of the 
circuit and, in the extension of Ohm's law to alternating 
currents, plays the part that resistance does for direct 
currents. Impedance is measured in ohms, just as though 
it were a real resistance. 

In a similar way from the uniform circular formula, 
we have 



-7-5«=i!I- T'<'^!^+I^. 
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The complex constant R+jLtu is also called the impedance 
of the circuit. It evidently has for magnitude \/B.^ + l^o^, 
and as an operator rotates an associated quantity counter- 
clockwise through an angle 6, equal to tan"' — . 

It is perfectly evident that R, ai and L are all real 
quantities and that R and Ltj} do not in fact have any 
quarter-phaae relation. To express the proved relation 
between E and I and between E and /, we merely assume 
the existence of a physical quantity called an impedance, 
which we express as "^ B? -\-l?(u^ or R+jLco in the two 
cases respectively. This is simply a case of the end justi- 
fying the means. It is evident, however, that the investi- 
gation of the relation between E and / (either effective 
or maximum values) has been perfectly general, i.e., no 
special values have been assumed for any of these quantities. 
We may therefore fearlessly deal with impedances just 
as though resistances and reactances (as we designate 
products like Lai) had in fact perpendictilar (or quarter- 
period difference) relations. It must, however, be kept in 
mind that we are considering simple harmonic quantities 
and that for other quantities other results follow, 

§ 21. Let us now consider the ease of a simple circuit 
with simple harmonic e.m.f. and constant resistance R, 
inductance L and capacity C all in series. As is well 
known, after a reasonable time the current reaches its 
harmonic state and may be expressed as before by the 
formula 

i = I cos {tiit~S). 



Ohm's law extended to variable conditions gives for the 
e,m.f., 



e=E cos a}t=Ri+L 
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Substituting the value of i, we have 

£ cos wt^URcoB (lot- ff) + {Lw--~jeosLt--d+^\\+K. 

It is evident that the constant K must be aero, otherwise 
the second member of the equation is not simple harmonic. 
We therefore have 

£oos w( = / Ecos (iuf-fi)+/La>~^Jcos(«.t-fl+|j . 




This equation is illustrated by Fig. 7. The projections of 
the sides of the triangle on the horizontal line are evidently 



EcoB (lit, IB cos (uit — d) and llLaj- 



.i;)cO,(„e-» + |). 



The triangle is understood to be in counter-clockwise 
rotation about the point 0, with an angular velocity a». 
From 'the triangle it is evident that 



'^^'+{'"-^y 
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1 



the angle d becomes negative, as shown by the diagram 
(Fig. 8), but the form of the equation remains unchanged. 
If we conflider the projections of the sides of the triangles 
on a vertical line, we have 

jSBiiiw(=j7 Lfi sin (w(-^ + f La>-^j 8in (tui-(?+|-jl. 




Fio. 8. 
Combining these two equations we have, remembering 
that i'^=}, 

The factor fl+j ( Lw — t^ I and its magnitude 
"^52+ 1 Lw— -:;- 1 are called the impedance of the circuit. 
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They play the same role as the resistance in the case of 
unvarying currents for which Dr. Ohm formulated his 
rule, known as Ohm's law. This factor (in either form) is 
the ratio between simple harmonic e.m.f. and current, 
and may be uaed fearlessly in finding the value of the 
current with known e.m.f. and vice versa. In its com- 
plex form impeduice indicates not only the magnitude of 
the ratio, but also the fact that the current lags behind 
the e.m.f. by an angle 6, whose tangent ia expressed by the 
formula, 

tan tf= 5 . 

Thia lag becomes a leading angle if Lti><^. 



HARMONIC ELECTROMOTIVE FORCES IH SERIES 

§ 22. The foregoing method may be used for circuits in 
which two electromotive forces of different phase are in 
series with a known impedance, or for divided circuits in 
which the current in different branches has different phases. 

As an example of the former, suppose a circuit, of 
resistance R and reactance Lm, includes two electromotive 
forces in series, the second lagging behind the first by a 
phase difference 6. It is assumed that the frequency is 
the same for both. The combined e.m.f. expressed in a 
uniform circular formula is 

= £'■'"'[£1 + (co8 d~j sin d)E2], 

- s'^'ii?! + E2 COB e - JE2 sin e\. 

Let us assume that tan B'=-^ — -^ 5, and derive corre- 
al +£-2 cos (r 
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HAEMONIC ELECTROMOTIVE FORCES IN SERIES 31 
sponding values for sin ff and cos ff. We then shall have 
E= t/-<(cos (?'-/sin d')-^E-^-\'E^-^%ExE^ cob d 



- ei(-«-'nv'£'i3 + £28+2£i£2 cos (?, 

and 

E'^VEi^+E2^+2EiE2 costf. 

The impedance of the circuit is R+jLtu, and it produces 
a lag ff" in the current behind the combined e.m,f. The 



Therefore the current is 

^____ ,) gi''+£2^+2EiEacoBg 



E, 




Fig. 9. 

Examine. Assume £i = I0OO volts, ^3=1200 volte, 
^=60°, R=12 ohms, Lco=5 ohms, to find 8', 8", I, and E. 

Answers. (?'=.tan"' 0.6495, tf" = tan~'^, 7=146.76 amp., 
JS-igOT.G volte. 

The diagram (Fig, 9) indicates graphically the mag- 
nitudes and phase relations of Ei, E2 and E and the phase 
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relation of /. The current is plotted to a different scale, 
however, to avoid confusion in the diagram. The whole 
diagram is understood to rotate counter-clockwise about 
with an angular velocity ttt—2jr/, when /is the frequency 
(cycles per second) of the e,m.f,'s. 

PROBLEM OF A DIVIDED CIRCUIT 

g 23. The problem of a divided circuit is as follows: 
Assume an e.m.f. E between junction points of a divided 
circuit, in one branch of the circuit a resistance Rt, a 
reactance Liu>, and a current /i, in the other branch similar 




Fig. 10. 



quantities fla, Law and I2, and a current / in the undivided 
part of the circuit. The arrangement of the circuit is as 
shown in the diagram of connections (Fig. 10). Let us 
take as known quantities, h, Ri, Lito, B2 and Law, and 
let us find E, I3 and /, together with the phs^se relations. 

Let us write ffi=tan~> -^— and S3=tan~' ^— , 

Let us assume the pha^e of /i to be the standard. 
We have then 



J, = (cos ojt + i sin tuf) h = e'°*Ii , 



E- (Ri +iLjt^)Ii = si»'IiVW+L? 
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E is ahead of 7i in phciee by the angle 81. In a similar 
way we have 



The phase of /a is behind that of E by the angle 82. Com- 
bining the equations for E, we obtain the relation between 
I2 and h as follows: 



'/.^gS 



.£,«.- WJlA, 



where A ia written for the expreBeion \p' "'"^i 






SZ^,,x. 



/a is ahead of /i in phase by the angle tfi — tfa. The 
whole current /, that is the current in the undivided 

portion of the circuit, is 

Separating real and imaginary parts of /, we have 
/ = /i{l+^ cos (ffi-^2)+Maiii (ffi-^2)). 
Writing 

Caftan ' 



l + Acosidj-dz)' 
and deriving the values of sin da and cos ^3, we obtajn 



l=IiicoRd3 + } sin e3)Vl+A^+2A COB iPi-Si), 



I = £'*/iV'l+'^2+2A cos (^1-^2), 
and 

I=IiVl + A^+2A cos (91-^2}. 
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The phase of / leads the phase of /i by the angle 
^1 — ^3- It ia evident that precisely the same equations 
would have been reached if, instead of assuming /i to be 
known, we had assumed knowledge of E, /j or /. The 
equations would simply have been derived in a different 
order. 

Example. Assume Zi = 100 amperes, Ri = 5 ohms, 
Liiu=2.5 ohms, R2=15 ohms, LnwW ohms, to find 
E, h and I and the phase relations. 

Answers. E=559.0, /2=26.352, 1=125.28, ^i = taii-> J, 
fl2 = tan->l=45°, fla^tan"! 0.066708=3° 49' IS". 




§ 24. The problem of a divided circuit is illustrated 
graphically in the diagrams {Figs. 11 and 12). The diagrams 
illustrate a problem in which the resistance of the first 
branch is three times the reactance, while in the second 
branch resistance and reactance are equal. From the 
former diagram (Fig. 11) the e.m.f. E may be determined 
in terms of Bi, Liio, and I^. After E is determined, the 
diagram furnishes the means of finding R^Iz, and the value 
of I2 may be determined. The latter diagram (Fig. 12) 
shows the relation of li, I2 and /, In this 7i is drawn 
parallel to Rili of the other diagram, and in the same way 
I2 is parallel to R2I2. The diagonal represents / to the 
same scale as h and I2. If the diagrams are drawn care- 
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fully to scale they bjg an excellent check on the accuracy 
of the analytical solution, though it la evident that the 
analytical method must be more accurate if carried through 
without error. 

In both the case of series circuits and that of divided 
circuits it is possible that the quantities to be added may 
differ in phase by large angles and the total (so called) 
of the e.m.f. or current, in the different cases respectively 
may be less than either component. This b the case in 
a series circuit including a motor and a generator, which 




in practical cases are nearly opposite in phase, or with 
condensers and inductances in series. This is true also 
of currents in a divided circuit, one branch having inductance 
and the other capacity. 



RESOLUTION DTTO COMPOHEHTS 

§ 25. Instead of indicating the e.m.f. and current as 
projections of uniform circular quantities expressed in mag- 
nitude and phase (the latter as a function of the time), 
we may express the cuvjular quantities at the particular 
instant in terms of their real and imaginary components. 
Let El +JE2 represent the circular quantity whose 
magnitude ">/E{^+E^ is the effective value of the e,m,f. 
The instantaneous value of the e.m,f, is ">/2Ei, as explained 
elsewhere (§19). The expression h+jh vi the same way 
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expresses the current (effective value »• V'/i^ + 1^, and 
mstautaneous value ^2/1). We then shall have 

As the two circular quantities are equal in both magnitude 
and direction, we have the two equations, 

B.-fl/.-fi^-iV,, 



The quantities Ei, E3, Ii, I2, may be positive or negative, 
or some may be positive and the others negative. 
We alao have 



«'+('^"-tSL)' ' •^'+(^"-CSi)' ' 
and this is equivalent to tile two equations, 
EiR+E^iLu- 



(Ei+jEi 



and 



EiR-Ei(Lai-j^) 
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Lastly we have 

^^X'"-c-o^ri:+jh — 77+7? — 

£1/1 +£3/2 -E2M — E\l2 

and from this it follows that 



Co, h^ + Is^ ' 

Should the circuit be non-inductive, we shall have 
L=0 with corresponding changes in the formulie. If there 
is no capacity in the circuit, we must not assume C equal 
to zero; for a condenser with zero capacity means an 
open circuit. We must instead simply remove the term 
J_ 
Cw 

result as if the capacity had become infinite; in which 
case a finite charge (time integral of the current) would 
not cause an appreciable potential difference between con- 
denser terminals. That is, the condenser will not inter- 
pose any direct or counter e.m.f, in the circuit. 

§ 26. The problem of series circuits with more than one 
e,m.f., resistance, inductance, and capacity is to be solved 

ii2, ^A, ^Ijiu, ana z,' 

sin^e quantities. 

The problem of divided circuits is treated in an anal- 
ogous way to the divided circuit problem (§5 23, 24), which 



place of Li(u for the first branch and substituting cor- 
responding expressions for Law, etc., in the other branches. 
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USE OF A SYHHETRICAL PAIR OF TRIANGLES 

§ 27. To represent the e.m,f, by a pair of uniform cir- 
cular motions, in terms of the current, resistance, and 
reactance, as expressed by the equation 




Fig. 13. 

we may make use of two triangles revolving in opposite 
sense with angular velocities to and always symmetrical 
with respect to the horizontal line (Fig, 13). While this 
mode of representing a simple harmonic quantity is com- 
plete and has no parts to be rejected, it is evidently too 
complicated for general acceptance and use by engineers. 
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KlODtrCT OF TWO HASHOnC QUAHTITIES 

§ 28. Let us now consider the product of harmonic 
quantities and in particular the power of an electric cir- 
cuit, the product of current and electromotive force. It 
will be seen in general that the product of two simple 
harmonic quantities is not simple harmonic, but compound 
harmonic. In the particular case of greatest interest to us, 
that is electric power, the product may be resolved into a 
constant plua a simple harmonic quantity of double fre- 
quency. It has been shown earlier that if two complex 
expressions be multiplied, the product will be complex. 
For example the product of 

A = (cosd+JBmff)R and B=(cos^+} am^)S 
ia 

A-B-{co3 (,6+^) +;ein {S+<p))B-S. 

In general the rule of multiplication ia as follows: The 
product has a magnitude equal to the product of the mag- 
nitudes of the factors, and makes an angle with the axis 
of reals equal to the sum of the angles made by the factors 
with that axis. If the factors are uniform circular in 
form and functions of the time t and angular velocities 
(ui and tu3 as follows : 

j1 = (cos toi(+j sin eoit)R, 

B= (cos (Oaf +/ sin iOiijS, 
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the product is 

A-B — (eoa (wi+wz)(+; ain (oti+iU2)t)R-S, 

a result ■which indicates that the product has a magnitude 
equal to the product of the magnitudes of the factors and 
an angular velocity equal to the sum of those of the factors. 
If wi equals <02, the product has an angular velocity twice 
as great as the factors. 

§ 29. For the sake of a reductio ad absurdum let us 
assume that the power of an electric circuit may be obtained 
from such a product of two uniform circular expressions 
for current and e.m.f. as follows: 

/=(cos (w(-tf)+jsin ia)t-ff))I, 

E= {cob lot +i Bin cut) E, 
and 

EI =(_coB{2a)t~d)+i sin {2wi-ff))EI. 

The product El is a uniform circular quantity of double 
frequency, as shown by the factor (^ojt—S), and has an 
average value zero for its projection on the axis of reals. 
This product evidently is not power, for the power of an 
electric circuit has in general an average vdue different 
from zero. 

POWER m smPLE cmcuiTS 

§ 30. Let us now take the aimilar simple hu-monic 
expressions for current and e.m.f. in terms of effective 
values of / and E : 

t = V2/c03 (lOt- 
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By multiplicatiott we obtain the power p, with average 
value P, 

p=ei=2£/coa w(-coa {(ot—d) 
EI 

= £/[co8fl + coa (2w(-ff)] = P+£'Jcos (2<ot-e), 



This expression shows that the instaDtaneous value of 
the power is equal to a constant P plus a simple har- 

p 
monic quantity -cos{2wt--S) of twice the frequency 

of the current and the e.mi. This may be expressed in 
circular form provided the origin 0' be taken eccentric 
to the circle. 




The diagram (Fig. 14) expresses the power in circular 
form. The instantaneous value, p, of the power is expressed 
by the distance and sense of O'Q. The maximum value 
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of the power ia O'Qi, and the miniiuiuu (negative maxi- 
mum) 18 0'Q2. As P cannot be greater than EI, and may 
only equal EI when is zero, the point 0' must not be 
«xterior to the circle. The circular formula is as follows: 

P=P+[EI]=P + (coB {2ajt-d) +} sin {2i,>t-ff))EI, 

where P denotes an eccentric uniform circular quantity 
made up of a constant P and the concerUric uniform cir- 
cular quantity [EI]. 

§31. It is interesting to see how Dr. Steinmetz by 
introducing an arbitrary method of multiplication b able 
to obtain the average value of the power from the circular 
formulce (concentric) for E and I. He says ' : 

" For the double frequency vector P, /^ = + 1 , or 

360° rotation and jxl-^j and ix/--/. That is, 

multiplication by j reverses the sign," . . . 

Applying his rule we obtain the correct result as follows: 

jE= (cos lut+j sin tul)E, 

/=(eo8 (<ot~ff)+isin (wt-9))I, 

EI =[coB tot-cos {{i>t—ff)+shi Alt sin itut—ff) 

+y(8in wt-cos {(ut—ff) — coa toi-sin (^ii>t—6))]EI, 
=-[eo»0+jsiad]EI. 

The real component of the product EI is the power 
B/costf (average value), the imaginary component is the 
so-called wattless component of the power EI Bin S in 
magnitude. 

It may be urged in objection to this method of obtaining 
power, that while the real part of the product is the 
average value of the power, we must take the whole mag- 
' Steinmetz, AlternaUng Current Phenomemi, 3d edition p. 151. 
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nitude of the factors for effective values of the e.m.f. and 
current, and the real parts of these factors must be mul- 
tiplied by "^2 to give the instantaneous values of these 
quantities. 

5 32. Another arbitrary method of combining e.m.f, and 
current to obtain power is as follows: Let the e.m.f. and 
current be represented in effective value by the magnitudes 
of the complex quantities, 

E ~Ei+jEa= {cob tot+i sin. iijt)E, 
7=/i+//2=(co8 {w(-#)+]sin {o>t~ff))I. 
We know from previous proof that the average value 
of the power P is P—EI coa^, also that -^—cosuii, 
-^ = sinio(, y = cos (ud—d), y=sin (ujt—d) and that 

cos C = cos (wt) cos (at — d)+aia<ut-Bm{o}t—d). 
It therefore follows that 

EiIi+E^Iz^-EI COS 6 (a constant). 

As EI coa$ has a constant value, although Ei, E2, 
7] and I^ are all variables, it is evident that we shall obtain 
the correct result for average value of the power if we 
take the values of these variables at any one time. 

We therefore have as an arbitrary rule to obtain the 
average value of the power: multiply the real parts of 
e.m.f, and current, and the imaginary parts, ignoring the 
p and add the products. 

Thus 

E = Ei+jE2, 

P^Eih+E^h. 



DiclzedbyGoOgle 



44 REVOLVING VECTORS 

If a minuB sign is expreseed in one of the factors it must 
not be ignored. For example if we have 

then 

P=Eih~E2h. 

If we have a circuit including a motor whose e.m.f. in 
general opposes the cmrent, we have for example 

E=-~Ei+iE2, 

P Eih+Esh- 

If we have two minus signs they must both be regarded, 
for example 

i=h-ih, 

P=EJi + E2h, 
etc. 

It is evident that the above examples are not examples 
of real multiplication of current and e.m.f. They are 
merely the expression of a rule for finding average power 
where the e.m.f. and current are known in magnitude and 
phase relation. 

§33. The above process is not easily reversed; for if 

P^Eih+E^h, 

and supposing /i and I2 known, it is evident that there 

are an indefinite number of values of ^i {with corresponding 
values of E2) which will satisfy the equation. The correct 
values of Ei and E2 can only be found when more data 
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are given. It suffices when ia known. We have had 
the known relation /"=£/ cos 0, and it may be shown that 

P p/i-/2taD e 



In these formulae $ is the angle of lag of the ciurent 
behind the e.m.f. If ^ is taken as the an^e of lead, the 
terms involving tan 6 must be altered accordingly. 

It is on the whole more satisfactory to use another 
method and find directly from the relations, 



and 

the result, 



P-- EI cos 8, 
/ = /(coB {ajt-&)+iem{wt—6)), 

p 

E=j 3- (co8«t(+; sintoi). 



POWER m cmcniTS of more than one phase 

§ 34. The power in circuits of more than one phase 
may be obtained by simple addition, whether we are 
dealing with instantaneous or average values. An inter- 
esting case is that of balanced circuits having two, three 
or more phases ; for in every case of circuits of more than 
one phase the power is constant during the whole cycle 
if all the currents and cm.f.'s of the various phases have 
equal effective values respectively, and if the phase dif- 



number of phases. The two-phase circuit follows the 
same rule, though it does not come under the above 
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statement of phase difference; for in it we hare one inter- 
val of 90° and the next 270°. 

BALANCED TWO-PHASE CIRCniT 

5 35. Let us take the balanced two-phase circuit first. 
It has been shown, that the power at any instant in an 
alternating current circuit, with simple harmonic e.m.f. 
and current is 

p-EI{cm d + coa i2<ot-ff)). 

If the current and e.m.f. in the second branch of the 
circuit have the same effective values as in the first, but a 

phase difference of — , the variable part of the power will 

have a phase difference of iz, because power is a douUe 
frequency variable. We therefore shall have for pj and 
p2, the power of the two phases, 

pi = ,E/(cos i?+cos (2a-(-^), 

P2=EUco8 ff— cos (2wt—8)), 
and 

p=Pi+P2 = 2£'Jco8 6=P, (a constant). 

BALANCED THREE-PHASE CIRCniT 

g 36, For a balanced three-phase circuit we shall have, 
if the phase intervals are 120° = —, 
pi = E/(cos5 + cos {20)1-6)), 
p2 = EI(cose + co3 (2ojt-e + i7j:)) 

= i:/(co8ff + cos (2wt-(?-|;i)), 
p3=i;Z(cosff-|-cos {2a»t-0 + i7t)) 

= EI{coa0 + coa {2Q}t-d +%}:)), 
and 

p = Pl + P2 + P3 = ^EI t:03d = P. 



DiclzedbyGoOgle 



BALANCED FOUR-PHASE CIRCUIT 



47 



It is evident that the variable parts of p anniil one 
another, for they may be represented as the projections 
of the three sides of an equilateral triangle, each side 
equal to EI in magnitude and. the first side making an 
angle with the line on which they are projected equal to 
2ait — d. It is well known that the sum of the projections 
of the sides of any closed polygon is zero. This relation 
is illustrated by the diagram (Fig, 15), 




BALANCED FOUR-PHASE CIRCUIT 

§ 37. The four-phaae case is, in a similar way, shown 
to have constant power. Or it may be looked upon as two 
pairs of balanced two-phase, each pair aa shown above 
having constant powei. Therefore the sum of all four has 
constant power. 
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BALANCED SIX-PHASE CIRCinT 

§ 38. The Bix-phase .case is evidently a case of two 
balanced three-phase systems. The variable part may be 
represented by the projections of the sides of an equihiteral 
trifuigle each being taken twice. The power of the parts 
and the whole are 

Pi = EI{cosd+cos {2u)t-e}), 

P2 = El {coee+ cos {2ojt-e + i7t)), 

P3 = E[(coed+cos i2tot-d + iJz)), 

Pi^ EI (coa 6+ COS {2ti>(-5+2ff))-"p,, 

P5=i;/{c0sfl + CO9 (2(u(-S + |ff})-pz, 

p6-E/(coB(?+coB {2(ut-d+^n))-ps, 

BALANCED POLYPHASE CIRCUITS IN GENERAL 

£ 39. If there are an odd number of phases, more than 
threej the variable part of the power is represented by 




Fio. 16. 

the projections of the lines of a star-shaped diagram which 
is in all cases a closed figure with a total of zero for the 
projections. The five-phase case will suffice for illustra- 
tion (Fig. 16). For five phases the progressive interval 
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is fjr'-72° for current and e.m.f. and ^;r— 144" for the 
variable, part of the power. The power of the various 
phases aad the total are as follows : 

Pi-EI{cos fl+cos {2tut~d)), 

P3 = E/(C0S fl + COS (2Qjt-0 + iK)) 

= EI(co8 O+COB (2arf-tf-J;r)), 

pt=EI(fioa iS + coB i2wt-d+^7!)) 

= EIicoB (?+coa {2wl-8+in)), 
Pe-E/(c08 tf+cos {2wl-0 + ^n)) 

= EIicOB 5+C08 i2wl~d~ijz)), 

The eccentric circular diagram for the power of a 
balanced polyphase system of n phases reduces evidently 




to a horizontal line of length nEI cos and a closed regular 

polygon of — sides with each side taken twice if n ia even, 

or a regular star of n sides if n is odd. The diagram {Fig. 
17) illustrates an eight-phase balanced system, in which 
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the instantaneous power is a constant quantity P. The 
variable part of the power of each separate phase is the 
projection of the corresponding side of the square, each 
being taken twice ss indicated. 

In the same way the diagram (Fig. 18) represents the 
power of a five-phase balanced system. As before, the 




instantaneous power is constant for the system, the variable 
part of the power of the separate phases bemg represented 
by the projections of the lines of the five-pointed star. 

UMBALAITCED POLYPHASE CIRCUITS 

§ 40. While in general we expect the power to be con- 
stant only in balanced symmetrical polyphase (or two- or 




three-phase) systems, it is evident that any system will 
have constant power if the eccentric circular diagram 
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gives a closed figure for the variable parts of the separate 
phases. As a rule unbalanced polyphase systema do not 
give a closed figure for the variable parts of the eccentric 
circular diagram. 

The diagram (Fig. 19) illustrates the power of an un- 
balanced three-phase system for which P, the average 
value of the power, ia represented by OOi. 

The maximum value of p is OO3 and the minimum 
isOOa. 
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CHAPTER VI 

NON-HAKMOHIC CURRENTS 

5 41, The method of revolving vectors has interesting 
applications to cases of currents which are not harmonic 
in the strict sense of the word. The cases which we shall 
here investigate are, first, the oscillatory discharge of a con- 
denser, second, its non-oscillatory discharge and third, the 
current following the closing of a circuit in which the e.m.f, 
is simple harmonic. In this last case it is well known that 
the current is not harmonic, but as time goes on approaches 
more and more nearly to harmonic values. 

OSCILLATORY DISCHARGE OF A CONDEN^R 

S 42. First let us consider the oscillatory discharge of 
a condenser. Let the capacity of the condenser be repre- 
sented by C, the e.m.f. to which it is charged by Eq when 
the circuit is about to be closed, and by e at later times. 
Let the current be indicated by i, the resistance of the 
circuit by R and the inductance by L. It will be assumed 
that C, B, and L are all constants. We shall have as 
the form of Ohm's law applicable to variable conditions 

e=Ri+L^ = Eo--^, 



/■ 



idt+BCi+LC^-CEa. 



D,t„db,Googlc 



OSCILLATORY DISCHARGE OF A CONDENSER 53 

Differentiating this expression we have, after rearranging 

the terms 

This equation has two solutions, each of the form 

where K and a are constants to he determined. The con- 
stant K depends on Eq, as will be shown later, and cannot 
be found from the differential equation in its latter form. 
The values of a are, however, to be found; for substitutmg 
t = K«~"*, we obtam 

(,aiLC-aRC + l)lCt-^'=0. 

We shall assume that the current i, which equals Ks~'', 
is not zero in general. We therefore have 





a'LC- 


-aBC + l- 


■0, 




.-4. 


■^=». 






.-4. 


B2 R^ 


1 

~LC' 


2L^ ''4L' LI 


yl~- 






The genera] solution for t may include both values for 
a and different values for K which we shall designate by 
Ki and K^. The equation for the current is then 
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As it is evident that at the time t of closing the circuit, 
(—0 and i = 0, we shall have therefore 

O^Ki+Kz, or Ki^-Ki. 
and 

t=X,(e-"*'-r-"0. 

If ai and aa are real quantities, an investigation of 
this equation will show that the current will start at a 
value zero, rise to a maximum, and fall off later to smaller 
and smaller values without reversal of sign, and become 
zero only after an infinite time has elapsed. This condition 
is expressed by the inequality R^C>iL. If on the other 
hand R^C<iL, it is evident that ai and aa are complex 
quantities aa follows: 




where we have written 

Converting the exponentials with imaginary indices into 
sine and cosine terms, and remembering that in this par- 
ticular case the current must be zero when ( is zero, we 
have 



i-Kt "-'tinpi-K, !<■ f 

The period of the oscillation of the discharge (or cur- 
rent) is 

4!tLC 
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T—2nVW (approximately). 
With larger values of R the period is increased until 
when R equals 2 /— , the period becomes infinite. If R^ 

is greater than -r^ t^® discharge is aperiodic (without a 

period), correspondii^ to the earlier formula. 

Let us now inveatigate e, the e.m.f. which equals the 
potential difference between condenser terminals. We have 
the relation 

Substituting the value of i as given above, we have 

e-Kt~^' l«sinjJ( + l/9cos/9i-|sin/?(| 

_^.-fi' [sin^l+^i^- 1 cos^l]. 

Writing, to simplify the expression, tani5=. (q^— 1, 



-Kjrfi'sin 



As on closing the circuit (i.e., (=0) wa had So=c, we 
obtain as the value of the constant K, 
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If ^ is small in comparison with -p , the current for early 
oscillations is 



^"^"VL ^° vW f^PP^'*^'" 



iteiy). 



The maximum value of the current (complete exprea- 
eion) occurs in less than one-quarter of a period after 
closii^ the circuit, at a time when 



'^{^yj-i 



4L__ 



as may be shown by putting -37 equal to zero. The mini- 
mum value of i occurs half a period later, when the sine 



Using the notation of rotating vectors we may express 
e and i as the real part of two exponential spirals E and / 



ViL-mc 
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The charge of the condenser is evidently 

(Rt f4L~ 



This may be written aa the real part of the exponential 
spiral 

, ViL-R^C 

§ 43. The results for i, e, and q might bave been deduced 
in the form of the difference of two exponential spirals, 
directly from the solution, 

for if «! and 0:2 are complex both Jtis""' and Kje~'^ are 
exponential spirals. If the result is to be real at every 
instant, it is evident that the imaginary parts of both spirals 
must be equal, while the real parts must be equal in mag- 
nitude but of opposite sign. It is evident that both spirals 
must start for (=0 at a point for which the real values 
are zero. To satisfy this condition Ki must be a pure 
imaginary. As we shall prefer to keep the constant real, 
we may reach the same result by changing the phase of 

the spirals by an angle -. Remembering that t ^ -;' and 

s ' 2 •'—;*, we may write i as the sum of two exponential 

spirals, or 



.(.-•- 



where K is the magnitude of the pure imaginary Ki 
explained above. 
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Substituting the value of i in the equation for e, 

t-Ri + lM,, 
at 

we obtain 

«-x[(fi-o,L)e""'*'i + (fi-02L)<""'~'T], 

or 

, /H^.fi liL~~\ -.<-ff1 

Writing aa before tan5 = . /^ri— l,sm5=. /l — -jj-, etc., 
and remembering that ^i}\lj/2r'~^='\l'S2p^^*'i "^^ h&ve 



after rearranging the terms. 

At the time of closing the circuit (i.e., (=0), we had e=Eo, 
therefore 



E„VC 
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Substituting the value of X in the earlier formulte, we 
have 

t = — " ? 2LIs'\2L\RK: 2f+£ 'V2L\R"C ^ 2/1 

V4L-R^C "- * > J 



■""■^"(i;-v/^-0 




\nL^mC 



The charge of the condenser has a similar ■formula, derived 
from the relation, q = eC. It ia unnecessary to write it 
out in full. 

The exponential spirals for each ease may be plotted 
in polar coordinates, and will be seen to be in all respects 
equaliexcept that one is right handed and the other left 
handed. The epoch angles for the starting points are 
indicated in the exponent. 



NON-OSCILLATORY DISCHARGE OF A CONDENSER 

g 44, It has been shown above, §§ 42 and 43, that the 
condition, iJ^C<4L, corresponds to an oscillatory discharge 
of the condenser. If, on the other hand, we have either 
R^C>4L or ^C=4L, then the dischai^e will be non- 
oscillatory. 

The general solution 

i^KU-'-^'-B-"^, 
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in which ai and a^ are real, corresponds to the condition 
JZ20 4L; but becomes iadetenninate if RW=4L, or 
ai — a2- In tbia latter case we must resort to the par- 
ticular solution, 

i-CXi+KaOe-". 
First, let us consider the general solution. At the time 
of closing the circuit, we have 

or. 

K ^0 

Substituting the values of ai and aj, 5 42, we have 
2RCEo' 






If R^C=iL, we have from the particular solution 

Ki = and ^2-^, 
giving as a final result 



PHENOMENA OBSERVED ON CLOSINO THE CIRCniT, 
STARTING TERM 

I 45. Let us now consider the expression for the cur- 
rent in a circuit which has just been closed, the e.m.f. 
being simple harmonic. As is well known, the current 
will not become harmonic at once, even though the elec- 
tromotive force is precisely harmonic. The divergence 
from harmonic values is expressed in the equation for 
the current by a 80-<;al!ed " starting term," Let us con- 
sider a circuit of constant resistance R, inductance L 
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capacity C (all in series) and a simple harmonic e.m.f. e, 
equal to E cos tui. We have as the expression for Ohm's 
law extended to variable e,m.f. 

e=£co8wi = fli + L^ + ^A"d(--{eJi^+e-''''). 

It ia well known that in such a circuit the current 
eventually will follow a simple harmonic law. Indicating 
the starting term by ^/, ^ being a function of the time 
(, and / being the maximum value of the current after the 
harmonic condition is reached, we have 



Let us substitute the value of t in the previous equation. 
We obtain 

.-f(='-'+.-'-0-~[(i!+)X"-Jji;)=«-« 

The constant of integration is reserved for the last 
term. As no particular values have been assumed for 

- and 



cs)>' 



and therefore 
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Differentiating the last equation and dividing by L, 
we have 

dl? ^l dt '^CL "• 

We have abeady found the solution of an equation of 
this form (§ 42), If 4L>iPC we may write at once 



L'(i;\5^"'+^) +5-'(i-Vsl"^"^'^)] 



where K and 7- are both real quantities. This is equivalent 
to dropping the j- from the expression and giving the expo- 
nentials in the bracket different factors Ki and K^. If 
the latter mode of expression were used, Ki and K2 would 
in general be found to be complex constants. 
If R'^C>'iL the solution for ^ takes the form 

which we shall discuss later in g 48. 

§ 46. To determine the values of K and 7-, we must 
know the condition of the circuit at the time it is closed. 
As we have already assumed in our formula for the elec- 
tromotive force that e is at its largest value when t=0, 
or any number of complete periods later, we cannot in 
fairness assume that the time of closing the circuit is 
necessarily the same. Let us then take the time of closmg 
the circuit to be ^. Let us assume that the condenser was 
already charged to a potential Eo when put m circuit. 
We therefore have the conditions that 



i=0 and 
di 

V~r = E cos <tito — Eo 



at the time, to, of closing 
the circuit. 
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Indicating by (po the value of (p when t—t(,, we evidently 
have from the relations above, 

and 

Ecostolo-Eo-La)Ico8(wto-0+^j-Ln^] , 



m..-"-'"'^^-^''^- 



Writing, as in § 42, 



R 4L__ 



the equation for the starting term, § 45, becomes 

>}> = Ks 2i{efW<+r) + e-)(«+r)]_2Ke ^^ cos (/?( + r) ; 
and when (= (q we have 

^o-2Ks 2^cos(pto + ;-)=co8(w(o-^- 
We have also 

From these equations we obtain 

^ /n, . ^ jS COS fU<Q - gp + I.to/ Bin (t ofp - g ) iJ 

tan (^fc+r) ULIcosiwio-O) 2"^/,' 
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_, r g COS wtp- Ep+Ltiil Bin (wt^- 6) E^] _ . 

' [ ;3L/co8(w(o-«) 2j9lJ '^'° 

-I r 2C / Eco8a<fo-go+Lt»/9iii(t.rfo-g) 

' Lv'4LC-^cA / cos (w(o- S) 



2)\ 2L^R 




urfo - 2^0 + 2twr Bin (*(, - fl) 

Depending on which sign is taken for the square root, 
K may be either positive or negative. It is simpler to 
take the positive value, in which case cos (^Iq+j) is positive 
also. If, however, the negative value of K is chosen, 
COB (^^ + y) is negative also, with a consequent change of 
JT in the value of f. The formula for ;- has the correspond- 
ing ambiguity. 

It L^ possible under certain circumstances for the current 
to be harmonic from the time of closing the circuit. In 
this case the starting term becomes zero. This requires 
that the circuit be closed at the instant when cos (p)t—6) 
is zero, and that the initial potential difference between 
condenser terminals has the value 

£o=g cos wfQ + Ltu/ sin ((o((,— fl). 

§ 47. Graphically the current may be represented by 
the resultant of four revolving veotora made up of two 
pairs. The first pair consists of two uniform circular 
vectors, revolving in opposite directions with angular 
velocity w and with equal magnitudes. The second pair 
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consists of two exponential spirals with angular velocities 

/3=-7 /-55-^— 1 in opposite directions and with equal 
2Ijy It (j 

magnitudes. 

S 48. If the resistance of the circuit is greater than or 

equal to 2 /-^, the starting term los^ its oscillatory char- 
acter, and the formula for (p becomes in the former case 

<{"-Ki,i-'-'+K2S-'^, 
where 



B R L iL , R R r~ 



4L_ 



-^ = —aiK\t "''— a2JC2e— 



At the time, ^, of closing the circuit, the current is 
ro and 



^m,.. 



= E cos (Dlo—Ef). 



Substituting the values at the time i=-^, we obtain 
0=/[cos {w(o-^-0o]=/[cos iwk-0)-Kis~''>"~K2s-""'l 
EcOB(uto-Eo''LI[-a)8in((.jl(,-ff)+aiKii-^+a2K2i-">']. 

Substituting in this equation the value from the previous 
equation of iiL2»"'^'', JC2e~'"'"=co8 (<y(o-^)-■K■le~°'^ we 
have 

E cos ato—Eo+LwI sin (tuto—ff) 

= LI[{aiKi~aiKt)e-«<'+a2 cos (.ojIo-S)], 
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TT (, E COS ojto—Eo+L<oI sin (ti}t<j~ff)-a2LI cos ((otn-&) 

„ _ . E coa (uto-Eo+LwI Bin (<uli}— ff) -txjLI cos (wlo—d) 

'^"~ (ai-«)t; 



. E COB iut(t--Eo+ LtuI aia (tuto—Oj—azLI cob (luUy—ff) _ „ „ 
^" (a,-«2)W ' " ~ 

E COB lutn—Eo+LtuI sin (a)to—0)— a i LI coa (otftj— ^ «((-(•) 
(.ai-a2)Ll '" 

If K^ equals 4i, the starting term takes a third form, 



where Ki and ifa are constants depending on the conditions 
at the time (q of closing the circuit. Making the same 
assumptions as before, we shall find that 

Ki = M^(l-^yos{a>to-8) 



E coa wt^—EQ 
I2I""" ~ 



o8in(t<j(o-fl)l. 



If the current is to be harmonic from the time of closing 
the circuit, evidently we must have in the laat two cases, 
as in the first, § 46, 

cos {(ulo-ff)-0, 
and 

£'{,=-2'cosw(o+ia'/sin {u/tQ—8). 
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S 49. It is evident abo that these results for the oscil- 
latory discharge of a condenser and for the current with 
simple harmonic e.m.f. when the starting term is oscillatory, 
might be expressed ae the real part of an exponential 
spiral for the first case, and as the real part of the sum 
of a uniform circular quantity and an exponential spiral 
for the second. 

For the oscillatory discharge we shall have 



- real part =g u 






c=realpart ,. ^t zl"^' \2V\ rk: 2 M, 
tmd for the current when the e.m.f . is simple harmonic, 

i-realpart[/G±'<"'~''>-2K:£-l±''(^+ri)] 

In general the angular velocity ^ of the spiral will be 
different from the angular velocity to of the imiform cir- 
cular component. 

If ^ is a whole multiple of to, or even nearly so, oscil- 
latory surging of the current of corresponding frequency 
will occur if the e.m.f, has a harmonic of that frequency. 
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COHPOUHD HARMOniC CTnutEHT, EJU.F. AND 
POWER 

S 50. Periodic currents (or electromotive forces) which 
do not follow simple harmonic laws may be represented by 
means of revolving vectors. The most evident way of 
representing such a current is by the projection of a line 
whose length equals the maximum value of the current, 
the sign not being considered. The angular velocity of 
rotation may be varied as required, at times if necessary 
being reduced to zero or even reversed in sense. Such 
a method while involving no reiil diiBoulty, when viewed 
from a purely mechanical standpoint, in fact involves 
considerable diiEculty when an attempt is made to express 
it in mathematical symbols. 



USE OF FOURIER SERIES 

S 51. A better method is to resolve the periodic cur- 
rent into a number of harmonic terms. The periodic 
current, in other words, may be expressed as a Fourier 
series of the form, 

i-Zo + V^/i cos (w(-ai)+\/2/2C08 {2o>t-82) 

+ V2/3 cos (Swi-^a) +etc.+\/2/„ cos {n<ot-S^ +etc. 



DiclzedbyGoOgle 



USE OF FOURIER SERIES 69 

If preferred, the series may take the form 

i = lQ+Ai Bin ti>t+A2Bm2wt+As8iaSoit+etc. 

+^„8m nwt+etc, 
+Bi cos iwi+Ba cos2w(+B3 cosSwi+etc. 

+ B„ sin ntui+etc. 

The relations among the constants of the two equations 
are evident. The latter form of the equation has for our 
purposes little to commend it, and we shall not use it. 
The former form expresses the current as a constant plus 
the sum of the projections of lines of length V2/i, \^h, 
v^/a, etc., \/2/„, etc., where h, h, I3, etc., /„, etc., are 
the effective values of the components of the current. 

In general, currents with which we shall deal may be 
represented with sufScient approximation by a very limited 
number of terms; and in moat cases only the terms of 
odd order are present in currents of commercial circuits. 
The Fourier series in such cases reduces to 

i=\/2[IiCoa(wt-d{)+l3COB (^Zoit-ds) 

+h cos (5w(— 5s) +etc.]. 

The constant term fo is only present in case the average 
value of the current differs from zero. The terms of even 
order are present if successive half waves differ in anything 
but sign, proper allowance being made for the constant 
term if present. 

It is evident that the resultant revolving vector, in 
cases of this kind, is represented by a broken line, each 
part of which revolves with its own proper angular velocity. 

Similar methods may be used to express a periodic 
e.m,f. Using the first form we may write 

e-~Eo+V2[Ei cos (w(-^i) +E2 cos (2oj(-4) 

+^3 cos (3w(- X3) +etc. +En eoa (nojl — K) +etc.]. 
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It is assumed that current and e.m.f. have equal 
frequencies. 

§ 52. The power developed in the circuit ia found by 
taking the product of e and t. We have in the product 
a number of terms of the form, 

2EJ^ COS (rwt—d^) COS (qiut — k^). 

If we substitute for these cosine products their equal, 

E/,[co3 {{r+q)wt-d^-X^) +C08 {{r~q)a>t-3r+^)], 

and remember that the sum of a number of simple har- 
monic quantities of the same frequency is another simple 
harmonic quantity of that same frequency, the expression 
for p reduces to 

p-=Eo/o + 2£„/„ cos (a„- JU) +/'i cos (w(-i9i) 

^ +p2 cos (2w(-/?2) +P3 cos (Sdrf-^Sa) 

+etc. + P„cos {ratt*(-|8„)+etc. 

The average power is made up of the constant terms, 
for the variable terms (including ail terms functions of u)) 
have an average value zero. The average power P is 

P=EoIo + ^EJ„c<ys {d„-^,0 = E(tIo + Eih cos (.3i~Xi) 

' +£2/2Cos{52-Aa)+etc. +E„/„cos(5„-A„)+etc. 

If, as is generally true of commercial circuits, the e.m.f . 
and current are approximately simple harmonic and if 
the only harmonics present are of odd order, the expression 
for average power will reduce to three or four terms whose 
sum is constant. The complete expression, practically con- 
sidered, will reduce for the instantaneous power p to 

p=P+P2COS {2a}t-02)+PiCO8 (4(o(-^4) 

+ Pa cos (6ati-;9fl) +eto. 
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This may be expressed by an eccentric revolving vector 
whose origin is distant from the center of rotation by an 
amount P 

POWER FACTOR 

§ 53. For the power factor of such a circuit to be unity, 
it is necessary that the current and e.m.f. curves be pre- 
cisely similar, i.e., the current at every instant must be in 
the game fixed proportion to the e.m.f. Mathematically 
expressed, this means that 

E^,:h:iEi_:h::E2-h-:E3:h::etc. ::£„:/„:: etc., 

and that Xi = di, h = S2, h=S&, etc., ^ = (5n, etc. Under 
all other circumstances the product of the effective values 
of current and e.m.f. (/ and E) will exceed the average 
power. This may be shown as follows: 

The effective value / of the current, square root of mean 
square of i, is 

/=V/o2+/,2+/32+/32+etC.=V27„'^; 



for as before in the expression for average power, the cross 
products involving different frequencies add nothing to the 
final result. 

In the same way, the effective value E of the e.m.f. is 



Let us suppose the various components of the current 
to be in the proportion 

/o:/i;/2:/3;etc. :: l:a:;/9:7-:etc., 
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aad those of the e.m.f. 

EoiEi-.Ez-.Ez-.etc. :: l:ai:/?i:ri:etc., 

and that all the individual power factors are unity, i.e., 
Ai = 5i, ^2=^2, ^3 = ^3, etc. We then have 



f': = £ov'l+«iH,V+ri^+ete., 
P=£o/o(l+aai+M+m+etc.), 



from which it follows that 



+AV+etc.l 

+2aai+2,5^i+2m+etc. 
+2ao,^i9i+2a«,)Ti+etc.+2/?ftn-i+etc.l. 

Canceling like plus and minus quantities and combin- 
ing the rest, we have 



^^ = («-«i)''+05-/?i)='+(r-n)'+etc.+(a/9i-a./?)2 

+(«ri-«ir)='+etc.+05ri-^ir)2+etc. 

As the right side of the equation is the sum of squares, 
it cannot be negative, and can be zero only if a=a:i|/?=^i, 
Y=yi, etc. Under all other circumstances we must have 
EI greater than P. If the individual power factors are less 
than unity, the value of P will be smaller still. We there- 
fore see that for the power factor of the effective current 
to be unity, the current and e.m.f, must have precisely 
similar form. 
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§ 54. It is well known that hysteresis modifies the form 
of the current curve, so that it cannot be as a rule of the 
same form as the e.m.f. curve. It is for this reason usually 
impossible precisely to obtain unity power factor in the case 
of a synchronous motor whose field has been adjusted for 
maximum power factor; for no one field excitation can 
bring all instantaneous values of current and e.m.f. into a 
constant ratio. 
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CHAPTER VIII 

INl^RLIKKED CIRCUITS, HUTTJAL HTSTJCTION 

§ 55. When two circuits are linked together by means 
of the magnetic lines of force, due to currents in both or 
either circuit, we may observe the phenomenon of elec- 
tromotive forces due to mutual inductance. This phenom- 
enon waa first observed by Joseph Henry. The phenomenon 
of self inductance was discovered by Michael Faraday, who 
gave to the world the invaluable conception of lines 
of force to explain inductive phenomena, whether electric 
or magnetic in origin. Faraday was not a mathematical 
physicist and his famous researches with respect to lines 
of force were not appreciated imtU put into mathematical 
language by Maxwell. Unfortunately for our present 
electromagnetic terminology. Maxwell saw fit to use the 
expression li?ies of induction in place of Faraday's lines of 
force which we commonly represent by d* (for the total 
flux) and B (for flux per unit area). Maxwell also im- 
fortunately gave the expression lines of force a new meaning, 
denoting by it field strength, for which we use the symbol 
H (for imit area). Many writers by error use H to repre- 
sent Faraday's lines of force in electromotive force for- 
mula. It is evident that change of flux (B), not field 
strength (H), determines the inductive electromotive force. 
8uch writers use (P to represent the surface integrals of 
H and B indiff'erently. The writer in company with many 
others favors holding to Faraday's expression lines of force 
to represent flux (not field strength). 

74 
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OHH'S LAW EXTEITOED TO MUTUALLY IHDUCTIVE 
CIRCUITS 

S 56. When two electric circuits are interlinked by lines 
of force, we have a new term in the law of Ohm (extended 
to variable conditione). The expression for the electro- 
motive force ei impressed on the primary circuit, designated 
by the subscript 1, becomes 



In this expression Ri and Li are the resistance and self 
inductance of the primary coil, ij is the current in the 
primary circuit, M ia the mutual inductance between the 
two circuits and ^2 ia the current in the secondary circuit. 
The e.m.f, produced in the secondary circuit, because of 



If the secondary circuit ia closed and a current ta is produced, 
a part of this e.m.f. ia lost in ohmic drop of potential 

i2J?2 and electromotive force of self induction L2-j~, leaving 

available at the terminals the remainder ca, impressed by 
the secondary on its external circuit. We have then 

The difference in the form of the two equations is due 
to the conventional agreement to consider the primary e.m.f , 
to be applied to the primary, and the second e.m.f. to 
be applied by the secondary. 

§ 57. The primary and secondary e.m.f.'s may be 
expressed in terms of Faraday's lines of force also. Calling 
the flux linking with the primary t^i, that linking with the 
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secondary <j>2, and that linking with both, ^, with maxi- 
mum values of *i, *2, and * respectively, and designating 
by Ni and JVa the turns of wire in the two coils, we shall 
iave 



ei-'Biii+Ni- 



dt ' 



If the primary and secondary circuits were so cloaely 
related that ^i=4>2=4>i ^ lines of flux must link with 
every turn of both coila. While in fact this is an impos- 
sible assumption, we do find it closely approached in good 
commercial transformers with moderate loads. 

§ 58. The method of revolving vectors may be used 
to represent the electromotive forces, currents and fluxes. 
The application is not difficult if they follow harmonic 
laws. If all are simple harmonic, we are dealing with an 
ideal transformer. In the ease of practical transformers, 
we find that even if the electromotive forces are simple 
harmonic, the currents and fluxes will follow more com- 
plicated laws. 

FARADAY'S RTOG 

§ 59. Let us consider the simplest form of transformer, 
a Faraday ring. Suppose the core built up of thin sheets 
of extremely soft iron of high permeability ft. We shall 
assume this permeability to be constant for all values of 
0. We shall also assume that no flux leaves the ring, 
and that the primary and secondary windings have extremely 
low resistance, and are so close to the ring and so well 
intermingled that no flux exists outside the ring. We 
shall then have an ideal transformer. Let the core have 
a permeability /t, an average length K and a cross-section 
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A. Aa before there are ^i primary and Ns secondary 
turns, and the primary and secondary currents are ti and 
ia. Let ua first suppose iz ia zero, the condition of an 
open secondary circuit. The magnetic field has been 
supposed to satisfy the solenoidal condition, that all liuea 
of field intensity keep within the core, like water flowing 

in a pipe.i The magnetic reluctance of the core is -j— . 

A/i 

The magnetomotive force is 

M.M.F.=4KNiii, 

and it produces in the core a flux of lines of force (Faraday's) 

, inNiAuii 
* K ■ 

with a flux intensity per unit cross-section of the core, 

^ K- 

It has been assumed that the current ia in C.G.S. units. 
If i'l ia expreased in amperea, we must write lOJC in the 
place of ^ in both equations. 

The inductive electromotive force due to rate of change 
of flux is as before - ^i^ in the primary, and —^2^ 
in the secondary. We therefore have 

i-^-"i-i f Jc ~di (open secondary), 

and 
e3--JV2-^= j7 --JT- (open secondary). 

' The words solenoid and aoknoidal are derived from the Greek 
word for pipe or channel, and are intended to convey the idea 
of a flux keepng within ita channel. 
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If the secondary circuit is closed, ^ will depend on 
both ii and t2, and we shall have 

„ . , ^7iN\Afi( ., dii -^ dfaX 



The conclusions reached are valid only when ;* is con. 
stant and the flux solenoidal, i,e,, there is no leakage of 
flux. 



CONCERinnG LIKES OF FORCE 

5 60. To provB that it is flux (Faraday's lines of force), 
not field strength (Maxwell's lines of force), which deter- 
mines electromotive force, we may consider two trans- 
formers built with precisely similar dimensions, their only 
difference being that one has a well-laminated soft iron 
core having a permeability say 3000, the other having a 
wooden core of permeability 1. Let the secondaries be 
connected to high-resistance voltmeters, but otherwise have 
no load. The secondary currents are negligible. Connect 
the primaries of the two transformers in series and apply 
an e.m.f., which will cause full secondary voltage in the 
former. The secondary voltage of the latter will be j-^ 
of that of the former. The currents in the two primaries 
are alike and they produce equal field strength H in both 
cores. If it were rate of field strength change which 
determines e.m.f., the transformers would have equal 
secondary voltages. We find on the contrary that the 
secondary voltages are in the ratio of the number of 
Faraday's lines of force. From this we conclude that it 
is B, not H, which determines electromotive force. 
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RATIO OF TRANSFORMATION 

5 61. We ahowed in S 57 that in a transformer 

and 

For small currenta, B\ii and Riii will be small. If 
they may be neglected, and if there is negligible losa of 
flux, 80 that we may consider 0i and ^3 equal, we obtain 
the approximate ratio 

d : e2 : : iVi : — N2. 
If €1 follows a simple harmonic law, we have 

= d> cos {utt—~) = ^ am. utt, 

and neglecting the ohmie drop B\i\ and ^212, we shall have 

ci = \/2Ei cos wt~Nitii <P cos mi, 
and 

C2 = \/2^2 COS ((u(— ;t) = — iVstutf coa (oi; 

and finally for the ideal ratio of tranaformation of elec- 
tromotive forces (effective values) , we shall have 

Ex-.'Ef.-.N^-.N^. 

In practical transformers there is always some loss of 
flux due to magnetic leakage, and R\i\ and R^i^ cannot 
be neglected. For these reasons the secondary electro- 
motive force generally falls below its ideal value. 
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§ 62. In our ideal transformer we have assumed the 
core well laminated and of very high permeability. If 
the secondary circuit is open the primary will require an 
extremely small current to produce the necessary flux. 
Had the core not been laminated, eddy currents generated 
in the core would have required more primary current. 
Also had the permeability of the core been low, a greater 
magnetizing current would have been required. 

If the secondary is delivering a normal current, the 
magnetizing effect of the primary and secondary currents 
will practically offset one another; for it has been assumed 
that owing to the high permeability of the core, very little 
magnetizing current is required. The magnetizing effect 
is proportional to the aggregate ampere-turns. We there- 
fore have iiNi practically equal to —i2!^2 at all times, 
or for effective values, neglecting magnetizing current, 

/i:/s::iV2:iV,, 



TRANSFORMER DIAGRAMS, LAGGING CURRENT 

§ 63. The phase relation of current and e.m,f., primary 
and secondary, depends on the exterior portion of the 
secondary circuit. If this portion of the circuit is a non- 
inductive resistance, the secondary current and e.m.f. will 
be in the same phase. The same is true also for any 
arrangement giving imit power factor. If the secondary 
current is out of phase with its e.m.f. we may have either 
lead or lag. 

In any case a revolving vector diagram may be used 
to represent the facte. To illustrate a case in which the 
current lags behind the e.m.f., let us draw a line OC3 to 
represent the secondary ampere-turns 12^2 and a line 

,^ 
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proper phase relation (Fig. 20). Draw parallel to OC2 
a line B2A2 to represent ohmic drop per secondary turn 

-r,—- Then OA2 will represent the e.m.f. per secondary 

term produced by the vaiying flux. At right an^es to 
OA2 (90° in advance) draw OF to repre- 
sent the flux (P. Opposite to OA2, and 
equal to it, draw OAi to represent the 
part of the applied e.m.f. required per 
turn to balance the induced e.m.f. Draw 
the line OCi equal and opposite to OC2 
to represent the primary ampere-turns 
liN\, which were assumed to equal the 
secondary ampere-turns. Draw the line 
A\Bi_ parallel to OCi to represent the 



Ni 




primary ohmic drop per turn 

last draw the line OB], which 

the volts-per-tum which must be applied 

to the primary by some external source. 

Similar quantities must be drawn to q 
the same scale, but the ampere-turns fio. 20. 

need not be drawn to the same scale 
as the volts-per-tum. The reason for representing ampere- 
turns rather than amperes, and volts-per-tum instead of 
volts, is to keep the lines of reasonable length. Other- 
wise in a transformer with high ratio of transformation, 
similar quantities would be represented by lines of very 
inconvenient lengths. 
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EXCITING CtFRREKT, CORE LOSSES 



5 64. If the core losses due to hysteresis and eddy 
currents are not negligible, the primary current must be 
increased to provide for these losses . 
This additional component is com- 
monly called the magnetizing or 
exciting current. Strictly speaking, 
the magnetizing current is only the 
part that provides for hysteresb. 
The toagnetizing current is never 
^mple harmonic, as hysteresis 
always produces a certain distor- 
tion in the wave form. We may 
as a rule ignore the higher harmon- 
ics, as they are practically negligible 
in comparison with the load cur- 
rents. This may be illustrated as 
follows: If 1 1 represents the whole 
primary current, with components 
Ai of fundamental frequency and A3 of three times as 
great frequency, and if higher terms are negligible, we have 




Fia. 21. 



/l = \/^l2 + A32=Atl+i^ 



from which it will be seen, for example, that if ^3""0.lAi, 
we shall have /i = 1.005 Ai. 

To provide power for hysteresis and eddy currents, 
'the exciting current must be ahead of the flux in phase. 
In Fig. 21 we represent the ampere-turns of the exciting 
current by the line Om. The line OD ia equal and opposite 
to OC2; and OCi, the resultant of OD and Om, represents 
the total primary ampere-turns. Put in another way, we 
may say that Om is the resultant of OCi and OC2. 
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EFFECT OF THE FLUX LEAKAGE 

§ 65. In case some of the lines of force linking with the 
primary coil do not link with the secondary coil but 
paaa outside the core, we have a con- 
dition of affairs practically equivalent 
to considering the useful flux as link- 
ing with both coils, and the leakage 
flux linking with a choke coil in series 
in the primary circuit and having a 
number of turns equal to those of 
the primary. The choke coil is sup- 
posed to have no resbtance. The 
potential drop in the choke coll will 
lead the ohmic drop in the primary 
by 90°. The flux, which Imka with 
ii portion only of the turns in either 
coil, is equivalent to a smaller amount 
linking with all and having the same 
total amount of flux-tuma. 

In Fig. 22, BiH, which leads OCi 
(primary ampere-tums) by 90°, repre- 
sents the primary volts-per-tum con- j-jo. 22. 
sumed by flux leakage. AiBi is the 
ohmic drop per primary turn. OH is the total applied e,m,f. 
per primary turn. 




TRAnSFORMER EQUATIONS 

§ 66. The relations among the quantities represented 
by Fig. 22 may be expressed in the form of equations. 
Let us assume that the external portion of the secondary 
circuit has an impedance T2+JX3; and let us assume that 
the flux linking with the primary circuit, but not with the 
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aecondarj-, ia <f>', with maximum value tf'. The exciting 
current ia m. The other symbola have the same aignif- 
icance as before. We then have for the revolving vectors, 

UiN2^2 = i^iE2+hlt2), 
^2, 



h = n 



Ni. 



V2Ej^jo>Ni{^'i + ^'}+V2IiRi. 



TRAHSFORMER DIAGRAMS, LEADING CURRENT 

5 67. If the aecondary current leads its electromotive 
force, the proper phase relations are to be taken into 
consideration in making the dia- 
gram. 

Fig. 23 illustrates the case of a 
leading secondary current. OC2 
represents the secondary ampere- 
turns, OB2 the terminal secondary 
volts-per-tum, OCi the primary 
ampere-turns, and OH the primary 
terminal volts-per-tum. The ohmic 
drop, volts-per-tum, is represented 
by A2B2, in the aecondary, and 
by AiBi, in the primary. The 
inductive drop in the primary, 
volts-per-tum, is represented by 
BiH. Because of the phase rela- 
tions, the inductive drop in Fig. 
Fig. 23, 23 is not a drop at all, but rather 

a rise; for the terminal volts-per- 
tum OH are actually less than the amount OBi, which 
would have been required for the same conditions of the 
secondary with no magnetic leakage. 
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DIFFICXJLTY FOUm) IN EXPOHENTIAL EXPRESSION 

g 68. To express the magnitudes represented in the 
previous equations and diagrams in terms of exponentials, 
the phase relations must all be determined. If, for example, 
it is desired to express the secondary current in terms of 
the primary electromotive force and the constants of the 
circuit, we shall find the exponential expression to be very 
complicated. On the whole it is better in a numerical 
problem to proceed through the series of equations given 
in § 66, using numerical values. Practically it is difficult 
to determine the leakage flux and the magnetizing current. 
The reason is because the permeability of the core is not 
constant, and the leakage flux, therefore, is higher at larger 
loads. The difficulties are, however, not insuperable. 



CONCLUSION 

§ 69. It is beyond the scope of this small book to con- 
sider ail the alternating current problems to which the 
method of revolving vectors may be applied. If the reader 
has become well enough acquainted with the method 
to feel confidence in applying it when occasion arises, 
the author's purpose in writing on the subject has been 
accomplished. 
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